
 
  

Measuring systems 
 

Inline Hole 
Presence Check 

 

  
  
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 Inline Hole Presence Check – ideal for 100% borehole 
 inspection of drilled panels 
 

 

 • Simple and reliable identification of the number of all drilled holes 

 • Precise check of top and bottom side possible 

 • Quick installation in existing lines  

 • Optimal solution as stand-alone or add-on to measuring table 

   HECHT Opto-DesQ Vmax. (from year of manufacture 2016) 
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HECHT Inline Hole Presence Check 

 
  

 Drawing: Product advantages: 

 

 

• Can be integrated into existing roller 
  belts or conveyor belts 

  
 • Low installation effort – installation 

 
  during short machine downtime 
 

 

• Independent system - compact  
  design & pre-assembled at the factory  
 

 

• Dust protection housing for bottom- 
  mounted cameras for low cleaning 
  effort 

  
 • Intuitive operator software 
 Subject to technical changes  

  
 Basic equipment: Options & components: 

 
• Camera system with lens unit and 
  LED illumination 

• Inspection widths: 
  800 mm, 1,200 mm, (2,400 mm) 

 
• Switch cabinet incl. PC with Windows 10  
  and monitor 17" TFT 

• Single-sided borehole inspection: 
  from top or bottom 

 

• Accessory package "Mechanics“ 
  Tripod stand with adjustable feet and  
  mounting material 

• Double-sided borehole inspection:  
  top and bottom 
• Stand-alone system 

 
• Accessory package „Electrics“ 
  Encoder mounting kit & light barriers 

• Add-on module: 
  Connection to existing measuring table  

 
• Dust protection housing 
• Connection cable set 

  OptoDesQ Vmax. (from year of manufacture 
  2016) to use measuring programs 

  • Various statistics can be created 

 

  

   

 
HECHT Interface software 
(Add-on OptoDesQ Vmax.) 

100% boreholes detection 
 

HECHT software: 
„Hole Detector“ 

   
 Technical Data:  

  Inspection area:  width 800 mm / 1,200 mm – others upon request 

  Feeding speed:  up to 60 m/min. (Standard- others upon request) 

  Operating system:  Windows 10 

  Control software: 

 HECHT Interface Software  

 (Add-on - OptoDesQ from year of manufacture 2016) 

 HECHT Software „Hole Detector“ (Stand-alone version) 

  Display:  17“ TFT  
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